
Catch Basin Cleanings 
Reuse Guidance 

 
Maximum Contaminant Concentrations 

Regulated Contaminant S-1 Standards 
(mg/kg) 

S-3 Standards 
(mg/kg) 

USEPA SW-846 
Test Method 

Metals    
Arsenic 11 11 6010B 
Barium 750 3,400 6010B 
Cadmium 32 230 6010B 
Chromium 1,000 5,000 6010B 
Lead 400 400 6010B 
Mercury 13 13 7471A 
Selenium 260 260 6010B 
Silver 45 200 6010B 
VOCs    
Benzene 0.3 0.3 8260B 
Dichloroethane, 1,2- 0.08 0.08 8260B 
Isopropyl benzene 123 123 8260B 
Methyl-t-butyl ether 0.13 0.13 8260B 
Toluene 100 100 8260B 
Xylene 500 1,100 8260B 
Alkylbenzenes 
   Butylbenzene, n- 
   Butylbenzene, sec- 
   Butylbenzene, tert- 
   Isopropyl toluene, 4- 
   Propylbenzene, n- 
   Trimethylbenzene, 1,2,4- 
   Trimethylbenzene, 1,3,5- 

59 (Total) 59 (Total) 8260B 

PAHs – Carcinogenic    
Benzo(a)anthracene 0.7 40 8270C 
Benzo(a)pyrene 0.7 4 8270C 
Benzo(b)fluoranthene 7 400 8270C 
Benzo(k)fluoranthene 7 400 8270C 
Chrysene 70 4,000 8270C 
Dibenzo(a,h)anthracene 0.7 4 8270C 
Indeno(1,2,3-cd)pyrene 0.7 40 8270C 
PAHs – Noncarcinogenic    
Acenaphthene 270 270 8270C 
Acenaphthylene 300 300 8270C 
Anthracene 1,000 1,700 8270C 
Fluoranthene 810 5,000 8270C 
Fluorene 510 510 8270C 
Methylnaphthalene, 2- 150 150 8270C 
Napthalene 5 5 8270C 
Benzo(g,h,i)perylene 
Phenanthrene 
Pyrene 

480 (Total) 5,000 (Total) 8270C 

 


